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X OPTION 1 : MECHANICAL EPL
System Configuration
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Sealing of Mechanical Limiter is required
Actuator Position and
Command Feedback

Unnecessary to modify Governor
Recording device is not required
Certain time required for EPL override and
recovery
Staff setting errors may happen during EPL
override and recovery
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"MANUAL MAX. LIMITER(TENKEY ADD. 099)" OF
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1. "MAX. LIMITER (TENKEY ADD. 099)" OF GOVERNOR MUST BE SET
LOWER THAN MECHANICAL STOPPER WITH ENGINE

2. WHEN TURNING OFF THE CONTROL UNIT. TURN OFF THE ACTUATOR
DRIVE UNIT AT THE SAME TIME.

3. IF ANY ABNORMAL CONDITION OCCURS. PROCEED AS FOLLOWS:
1) CHECK ERROR CODES IN TENKEY ADDRESS [030] TO [034].
2) TROUBLESHOOT ACCORDING TO THE MAINTENANCE INSPECTION PROCEDURES.
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CAUTION
1. “ MANUAL MAX. LIMITER” OF GOVERNOR

MUST BE SET LOWER THAN MECHANICAL
STOPPER WITH ENGINE.

2. WHEN TURNING OFF THE CONTROL UNIT
TURN OFF THE ACTUATOR DRIVE UNIT AT
THE SAME TIME.
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1. "MAX. LIMITER (TENKEY ADD. 099)" OF GOVERNOR MUST BE SET
LOWER THAN MECHANICAL STOPPER WITH ENGINE

2. WHEN TURNING OFF THE CONTROL UNIT. TURN OFF THE ACTUATOR
DRIVE UNIT AT THE SAME TIME.

3. IF ANY ABNORMAL CONDITION OCCURS. PROCEED AS FOLLOWS:
1) CHECK ERROR CODES IN TENKEY ADDRESS [030] TO [034].
2) TROUBLESHOOT ACCORDING TO THE MAINTENANCE INSPECTION PROCEDURES.
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MUST BE SET LOWER THAN MECHANICAL
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2. WHEN TURNING OFF THE CONTROL UNIT
TURN OFF THE ACTUATOR DRIVE UNIT AT
THE SAME TIME.
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1. "MAX. LIMITER (TENKEY ADD. 099)" OF GOVERNOR MUST BE SET
LOWER THAN MECHANICAL STOPPER WITH ENGINE

2. WHEN TURNING OFF THE CONTROL UNIT. TURN OFF THE ACTUATOR
DRIVE UNIT AT THE SAME TIME.

3. IF ANY ABNORMAL CONDITION OCCURS. PROCEED AS FOLLOWS:
1) CHECK ERROR CODES IN TENKEY ADDRESS [030] TO [034].
2) TROUBLESHOOT ACCORDING TO THE MAINTENANCE INSPECTION PROCEDURES.
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OPTION 2 : ELECTRIC EPL
System Configuration Features

Unnecessary to modify Governor
Recording device required
EPL operation time is short
Staff setting errors may happen during EPL
override and recovery
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1. "MAX. LIMITER (TENKEY ADD. 099)" OF GOVERNOR MUST BE SET
LOWER THAN MECHANICAL STOPPER WITH ENGINE

2. WHEN TURNING OFF THE CONTROL UNIT. TURN OFF THE ACTUATOR
DRIVE UNIT AT THE SAME TIME.

3. IF ANY ABNORMAL CONDITION OCCURS. PROCEED AS FOLLOWS:
1) CHECK ERROR CODES IN TENKEY ADDRESS [030] TO [034].
2) TROUBLESHOOT ACCORDING TO THE MAINTENANCE INSPECTION PROCEDURES.
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MG-800 Governor Modification Plan for
EEXI Compliance

OMM - Onboard Managerment Manual
EPL - Engine Power Limitation
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System Configuration

OPTION 3 : FULL ELECTRIC EPL
3-1 Non Upgrade needed | 3-2 Upgrade needed

Features

Governor Modification is required
EPL operation time is very short
No operator errors for limiter switching
Supports EPL cancel and restoring
operations from Bridge (optional)
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for Safety & Convenience

Recommended

The EPL is one of the solution which complies with the MEPC technical guidelines for
EEXI "GUIDELINES ON THE SHAFT / ENGINE POWER LIMITATION SYSTEM TO COMPLY
WITH THE EEXI REQUIREMENTS AND USE OF A POWER RESERVE"


